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c. Hose Bibbs: Hose bibbs shall be provided for flushing down the
dressing rooms and bathhouse interior.
d. Floors: The floors of the bathhouse shall be of impervious ma-
terial, relatively smooth, to insure complete cleaning. Floor drains
shall be provided to insure positive drainage of all parts of the build-
ing with a slope in the floor of not less than %4" per foot, towards
drains.
No difference in elevation, requiring steps, shall be provided in the
interior of male and female dressing areas. No steps shall be per-
mitted between the bathhouse and the pool deck areas adjoining and
should it be necessary that the bathhouse floor be at a different ele-
vation from the pool decks, ramps shall be provided at the access
doors. Where ramps are used between the bathhouse and pool decks,
the slope shall not exceed 3 inches per foot and shall be positively
non-slip.
All partitions between portions of the dressing room areas, screen
partitions, shower, toilet and dressing room booths shall be of dur-
able materials not subject to damage by water and shall be so de-
signed that a water way is provided between the partitions and floor
to permit thorough cleaning of the floor area with hoses and brooms.
e. Light and Ventilation: All indoor pools, dressing areas, equipment
rooms, etc., shall be adequately ventilated and lighted.
f. Soap Dispensers: Soap dispensers for providing either liquid or
powdered soap shall be provided at each lavatory and between each
pair of shower heads, and dispensers must be of all metal or plastic
type and no glass permitted in these units.
g. Mirrors: Mirrors of non-breakable material shall be provided over
each lavatory and toilet paper holders shall be provided at each water
closet combinations.
h. Water: All water provided for drinking fountains, lavatories, and
showers shall be potable and conform with the Public Health Service
Drinking Water Standards.
i. Hot Water: Tempered water only will be provided at all shower
heads. Water heater and thermostatic mixing valve shall be inac-
cessible to bathers and will be capable of providing 2 gpm of 900 F.
water to each shower head, and no hot or cold water shall be
supplied.
j. The disposition of sanitary sewage from the bathhouse shall be
into a sanitary sewer, a septic tank or other waste line which meets
with the approval of local health authorities.
22. Wading Pools: Due to the high degree of pollution likely to be pres-
ent, a wading pool shall have a maximum turnover cycle of 4 hours. The
supply to the wading pool shall consist of filtered and disinfected water.
The circulating outlets from the wading pool may be wasted or may be
returned to the circulation system of the large pool at the suction side of
the pump for re-filtration. These shall also be provided a waste outlet at
the deepest point of the wading pool, by means of which it shall be com-


